| *********************************************************************

| YOU ARE ONLY AUTHORIZED TO USE THIS SOFTWARE

| ACCORDING TO LICENSOR'S LICENSE RESTRICTIONS.

| *********************************************************************

|*********************************

|

[IBIS Ver] 3.1

[File Name] mc10e101fn.ibs

[File Rev] 2.0

[Source] Measured and created by ICX Technology

[Date] Wednesday 6/21/00 10:41:59 AM

|

|*********************************

[Copyright]

| *********************************************************************

| (C) COPYRIGHT 1993-2000 

| MENTOR GRAPHICS CORPORATION

| ICX STANDARD LIBRARY, ICX PROJECT MODELING,

| ICX CUSTOM MODELING, ICX VENDOR MODEL 

| ALL RIGHTS RESERVED.

| THE FOLLOWING ARE TRADEMARKS OR SERVICE MARKS OF

| MENTOR GRAPHICS CORPORATION:ICX (R), ICX STANDARD

| LIBRARY(R), ICX PROJECT MODELING(R), ICX CUSTOM

| MODELING(R), qualityIBIS(TM), MODELVIEWER(TM),

| AND MODELEDITOR(TM)

| 

| ALL COPIES OF SOFTWARE, INCLUDING BUT NOT LIMITED TO

| ANY MODIFICATIONS, ENHANCEMENTS OR DERIVATIVE WORKS,

| MUST CONTAIN ALL MENTOR GRAPHICS CORPORATION'S

| NOTICES AND LEGENDS, INCLUDING THOSE EMBEDDED IN

| SOFTWARE AND THOSE AFFIXED TO SOFTWARE MEDIUM

| AND CONTAINER, AS RECEIVED FROM MENTOR GRAPHICS

| CORPORATION.

| *********************************************************************

|  ZAP Model Builder 2.7

[Component] MC10E101FN

[Manufacturer] OnSemiconductor

|

[Package]

| variable   typ   min   max

R_pkg  .083ohms NA NA

L_pkg  4.299nH NA NA

C_pkg  1.045pF NA NA

|

[Pin] signal_name  model_name  R_pin  L_pin C_pin

|

1 VEE POWER .08 3.94n .925p

2 D2A Z503399_IN0 .082 4.14n .995p

3 D1D Z503399_IN0 .084 4.354n 1.065p

4 D1C Z503399_IN0 .086 4.583n 1.135p

5 D1C Z503399_IN0 .086 4.583n 1.135p

6 D1B Z503399_IN0 .084 4.354n 1.065p

7 D0D Z503399_IN0 .082 4.14n .995p

8 D0C Z503399_IN0 .08 3.94n .925p

9 D0B Z503399_IN0 .082 4.14n .995p

10 D0A Z503399_IN0 .084 4.354n 1.065p

11 VCCO POWER .086 4.583n 1.135p

12 Q0 Z503399_OUT0 .086 4.583n 1.135p

13 _Q0 Z503399_OUT1 .084 4.354n 1.065p

14 Q1 Z503399_OUT0 .082 4.14n .995p

15 _Q1 Z503399_OUT1 .08 3.94n .925p

16 VCC POWER .082 4.14n .995p

17 Q2 Z503399_OUT0 .084 4.354n 1.065p

18 _Q2 Z503399_OUT1 .086 4.583n 1.135p

19 Q3 Z503399_OUT0 .086 4.583n 1.135p

20 _Q3 Z503399_OUT1 .084 4.354n 1.065p

21 VCCO POWER .082 4.14n .995p

22 D3D Z503399_IN0 .08 3.94n .925p

23 D3C Z503399_IN0 .082 4.14n .995p

24 D3B Z503399_IN0 .084 4.354n 1.065p

25 D3A Z503399_IN0 .086 4.583n 1.135p

26 D2D Z503399_IN0 .086 4.583n 1.135p

27 D2C Z503399_IN0 .084 4.354n 1.065p

28 D2B Z503399_IN0 .082 4.14n .995p

|

| *********************************************************************

| (C) COPYRIGHT 1993-2000 

| MENTOR GRAPHICS CORPORATION

| ICX STANDARD LIBRARY, ICX PROJECT MODELING,

| ICX CUSTOM MODELING, ICX VENDOR MODEL 

| ALL RIGHTS RESERVED.

| THE FOLLOWING ARE TRADEMARKS OR SERVICE MARKS OF

| MENTOR GRAPHICS CORPORATION:ICX (R), ICX STANDARD

| LIBRARY(R), ICX PROJECT MODELING(R), ICX CUSTOM

| MODELING(R), qualityIBIS(TM), MODELVIEWER(TM),

| AND MODELEDITOR(TM)

| 

| ALL COPIES OF SOFTWARE, INCLUDING BUT NOT LIMITED TO

| ANY MODIFICATIONS, ENHANCEMENTS OR DERIVATIVE WORKS,

| MUST CONTAIN ALL MENTOR GRAPHICS CORPORATION'S

| NOTICES AND LEGENDS, INCLUDING THOSE EMBEDDED IN

| SOFTWARE AND THOSE AFFIXED TO SOFTWARE MEDIUM

| AND CONTAINER, AS RECEIVED FROM MENTOR GRAPHICS

| CORPORATION.

| *********************************************************************

| Model Application Version 1.89 2/18/99. 

|

[Model] Z503399_IN0

Model_type Input_ECL

Vinl = -1.480V

Vinh = -1.130V

C_comp 4.000pF NA NA

|

| variable typ    min    max

[Voltage Range] -5.200V NA NA

[GND Clamp Reference] -5.200V NA NA

[POWER Clamp Reference] 0.000V NA NA

|

[GND Clamp]

|

-5.200V -260.0mA NA NA

-1.104V -12.27mA NA NA

-952.0mV -5.812mA NA NA

-873.0mV -3.461mA NA NA

-776.0mV -1.462mA NA NA

-702.0mV -638.5uA NA NA

-628.0mV -227.4uA NA NA

-571.0mV -81.28uA NA NA

-285.5mV -21.55uA NA NA

10.40V 134.1uA NA NA

|

[POWER Clamp]

|

10.40V 0.000A NA NA

-275.2mV 0.000A NA NA

-550.4mV 86.44uA NA NA

-663.1mV 479.0uA NA NA

-947.2mV 2.168mA NA NA

-5.200V 31.63mA NA NA

|

| *********************************************************************

| (C) COPYRIGHT 1993-2000 

| MENTOR GRAPHICS CORPORATION

| ICX STANDARD LIBRARY, ICX PROJECT MODELING,

| ICX CUSTOM MODELING, ICX VENDOR MODEL 

| ALL RIGHTS RESERVED.

| THE FOLLOWING ARE TRADEMARKS OR SERVICE MARKS OF

| MENTOR GRAPHICS CORPORATION:ICX (R), ICX STANDARD

| LIBRARY(R), ICX PROJECT MODELING(R), ICX CUSTOM

| MODELING(R), qualityIBIS(TM), MODELVIEWER(TM),

| AND MODELEDITOR(TM)

| 

| ALL COPIES OF SOFTWARE, INCLUDING BUT NOT LIMITED TO

| ANY MODIFICATIONS, ENHANCEMENTS OR DERIVATIVE WORKS,

| MUST CONTAIN ALL MENTOR GRAPHICS CORPORATION'S

| NOTICES AND LEGENDS, INCLUDING THOSE EMBEDDED IN

| SOFTWARE AND THOSE AFFIXED TO SOFTWARE MEDIUM

| AND CONTAINER, AS RECEIVED FROM MENTOR GRAPHICS

| CORPORATION.

| *********************************************************************

| Model Application Version 1.89 2/18/99. 

|

[Model] Z503399_OUT0

Model_type Output_ECL

|

Vref=-2.000V

Rref=50.00ohms

Cref=0.000F

Vmeas=-1.305V

C_comp 8.000pF NA NA

|

| variable typ    min    max

[Voltage Range] -5.200V NA NA

[POWER Clamp Reference] 0.000V NA NA

[Pullup Reference] 0.000V NA NA

[Pulldown Reference] 0.000V NA NA

[GND Clamp Reference] -5.200V NA NA

|

[GND Clamp]

|

-5.200V -1uA NA NA

10.40V 1uA NA NA

|

[Pulldown]

|

10.40V -720.9mA NA NA

4.654V -313.3mA NA NA

4.219V -277.0mA NA NA

3.830V -248.1mA NA NA

3.287V -214.1mA NA NA

2.970V -192.2mA NA NA

2.822V -180.8mA NA NA

2.641V -164.0mA NA NA

2.447V -140.1mA NA NA

2.276V -112.9mA NA NA

2.100V -74.69mA NA NA

1.870V -12.77mA NA NA

1.820V -4.787mA NA NA

1.784V -1.874mA NA NA

1.722V -282.8uA NA NA

1.684V -13.58uA NA NA

1.645V 77.71uA NA NA

45.02mV 77.71uA NA NA

-5.200V 197.8uA NA NA

|

[Pullup]

|

10.40V -715.0mA NA NA

4.365V -302.3mA NA NA

3.838V -260.0mA NA NA

3.197V -222.5mA NA NA

2.617V -185.6mA NA NA

2.024V -144.3mA NA NA

1.416V -98.10mA NA NA

1.162V -76.27mA NA NA

1.036V -61.63mA NA NA

814.9mV -11.89mA NA NA

764.0mV -4.326mA NA NA

727.6mV -1.621mA NA NA

683.9mV -516.1uA NA NA

644.8mV -180.1uA NA NA

587.4mV 12.59uA NA NA

17.85mV 12.59uA NA NA

-5.200V 846.4uA NA NA

|

[POWER Clamp]

|

10.40V 0.000A NA NA

-5.200V 0.000A NA NA

|

[Ramp]

| variable typ min max

dV/dt_r 595.3m/201.0p NA NA

dV/dt_f 595.3m/269.8p NA NA

R_load = 500.0Ohms

|

| *********************************************************************

| (C) COPYRIGHT 1993-2000 

| MENTOR GRAPHICS CORPORATION

| ICX STANDARD LIBRARY, ICX PROJECT MODELING,

| ICX CUSTOM MODELING, ICX VENDOR MODEL 

| ALL RIGHTS RESERVED.

| THE FOLLOWING ARE TRADEMARKS OR SERVICE MARKS OF

| MENTOR GRAPHICS CORPORATION:ICX (R), ICX STANDARD

| LIBRARY(R), ICX PROJECT MODELING(R), ICX CUSTOM

| MODELING(R), qualityIBIS(TM), MODELVIEWER(TM),

| AND MODELEDITOR(TM)

| 

| ALL COPIES OF SOFTWARE, INCLUDING BUT NOT LIMITED TO

| ANY MODIFICATIONS, ENHANCEMENTS OR DERIVATIVE WORKS,

| MUST CONTAIN ALL MENTOR GRAPHICS CORPORATION'S

| NOTICES AND LEGENDS, INCLUDING THOSE EMBEDDED IN

| SOFTWARE AND THOSE AFFIXED TO SOFTWARE MEDIUM

| AND CONTAINER, AS RECEIVED FROM MENTOR GRAPHICS

| CORPORATION.

| *********************************************************************

| Model Application Version 1.89 2/18/99. 

|

[Model] Z503399_OUT1

Model_type Output_ECL

|

Vref=-2.000V

Rref=50.00ohms

Cref=0.000F

Vmeas=-1.305V

C_comp 8.000pF NA NA

|

| variable typ    min    max

[Voltage Range] -5.200V NA NA

[POWER Clamp Reference] 0.000V NA NA

[Pullup Reference] 0.000V NA NA

[Pulldown Reference] 0.000V NA NA

[GND Clamp Reference] -5.200V NA NA

|

[GND Clamp]

|

-5.200V -1uA NA NA

10.40V 1uA NA NA

|

[Pulldown]

|

10.40V -702.6mA NA NA

4.312V -298.4mA NA NA

3.622V -239.8mA NA NA

3.397V -222.3mA NA NA

2.917V -188.5mA NA NA

2.769V -176.3mA NA NA

2.642V -164.0mA NA NA

2.448V -139.7mA NA NA

2.261V -109.0mA NA NA

2.100V -73.69mA NA NA

1.870V -11.96mA NA NA

1.821V -4.268mA NA NA

1.785V -1.621mA NA NA

1.722V -222.0uA NA NA

1.684V 15.98uA NA NA

1.645V 79.04uA NA NA

15.77mV 79.04uA NA NA

-5.200V 322.6uA NA NA

|

[Pullup]

|

10.40V -730.0mA NA NA

4.272V -282.5mA NA NA

3.590V -246.4mA NA NA

3.197V -223.4mA NA NA

2.805V -198.7mA NA NA

2.228V -159.5mA NA NA

1.528V -107.4mA NA NA

1.250V -84.68mA NA NA

1.110V -70.90mA NA NA

1.055V -63.81mA NA NA

957.3mV -44.70mA NA NA

815.4mV -10.86mA NA NA

747.0mV -2.360mA NA NA

728.0mV -1.386mA NA NA

684.0mV -422.9uA NA NA

645.0mV -111.7uA NA NA

607.8mV -532.9nA NA NA

8.800mV 12.46uA NA NA

-5.200V 862.3uA NA NA

|

[POWER Clamp]

|

10.40V 0.000A NA NA

-5.200V 0.000A NA NA

|

[Ramp]

| variable typ min max

dV/dt_r 592.6m/370.0p NA NA

dV/dt_f 592.6m/336.6p NA NA

R_load = 500.0Ohms

|

[End]

