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|  ZAP Model Builder 3.2

[Component] NBSG53AMN_25_400

[Manufacturer] OnSemiconductor

|

[Package]

| variable   typ   min   max

R_pkg  .041ohms NA NA

L_pkg  0.797nH NA NA

C_pkg  0.131pF NA NA

|

[Pin] signal_name  model_name  R_pin  L_pin C_pin

|

1 _VTCLK NC          0.043 0.8418n 0.1483p
2 _CLK 821232_IN301  0.0395 0.7557n 0.1145p
3 CLK 821232_IN201   0.0395 0.755n 0.1192p
4 VTCLK NC           0.043 0.8427n 0.1486p
5 _VTD NC            0.043 0.8451n 0.1474p
6 _D 821232_IN102    0.0395 0.756n 0.1156p
7 D 821232_IN103     0.0395 0.7551n 0.1165p
8 VTD NC             0.043 0.8432n 0.1485p
9 VCC POWER          0.043 0.8418n 0.1468p
10 Q 821232_OUT204   0.0395 0.7533n 0.1136p
11 _Q 821232_OUT204  0.0395 0.7524n 0.1148p
12 VEE POWER         0.043 0.8415n 0.1528p
13 OLS 821232_IN404  0.043 0.8426n 0.1473p
14 SEL 821232_IN403  0.0395 0.7536n 0.1164p
15 R 821232_IN402    0.0395 0.7514n 0.118p
16 VCC POWER         0.043 0.8412n 0.1487p
|

[Diff Pin] inv_pin vdiff tdelay_typ tdelay_min tdelay_max

|

7 6 200mV NA NA NA

4 3 200mV NA NA NA

10 11 NA NA NA NA

|
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|

[Model] 821232_IN102

Model_type Input_ECL

Vinl = 1.100V

Vinh = 1.250V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -806.4mA NA NA

-932.3mV -36.73mA NA NA

-856.5mV -13.27mA NA NA

-810.9mV -5.964mA NA NA

-765.3mV -2.830mA NA NA

-719.7mV -1.372mA NA NA

-659.0mV -502.3uA NA NA

-587.6mV -65.19uA NA NA

-496.5mV 27.81uA NA NA

-349.6mV 27.81uA NA NA

-202.7mV 71.60uA NA NA

5.000V 71.60uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-353.7mV 0.000A NA NA

-707.5mV 131.5uA NA NA

-737.7mV 393.0uA NA NA

-768.4mV 976.9uA NA NA

-798.9mV 2.141mA NA NA

-859.6mV 8.276mA NA NA

-2.500V 378.9mA NA NA

|
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[Model] 821232_IN103

Model_type Input_ECL

Vinl = 1.100V

Vinh = 1.250V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -804.0mA NA NA

-932.3mV -36.36mA NA NA

-856.6mV -13.00mA NA NA

-810.9mV -5.907mA NA NA

-765.3mV -2.786mA NA NA

-735.0mV -1.743mA NA NA

-674.1mV -640.4uA NA NA

-628.3mV -216.2uA NA NA

-511.7mV 25.03uA NA NA

-255.9mV 49.02uA NA NA

5.000V 49.02uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-353.8mV 0.000A NA NA

-707.5mV 175.7uA NA NA

-737.8mV 425.0uA NA NA

-783.5mV 1.433mA NA NA

-813.9mV 3.123mA NA NA

-859.6mV 8.397mA NA NA

-2.500V 404.1mA NA NA

|
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[Model] 821232_IN201

Model_type Input_ECL

Vinl = 1.100V

Vinh = 1.250V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -807.0mA NA NA

-932.3mV -37.33mA NA NA

-856.6mV -13.56mA NA NA

-810.9mV -6.136mA NA NA

-765.3mV -2.899mA NA NA

-734.9mV -1.808mA NA NA

-674.1mV -665.0uA NA NA

-628.3mV -257.7uA NA NA

-587.6mV -71.35uA NA NA

-459.8mV 53.49uA NA NA

-333.9mV 53.49uA NA NA

-207.9mV 64.30uA NA NA

-124.9mV 64.30uA NA NA

-41.89mV 80.88uA NA NA

5.000V 80.88uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-340.9mV 0.000A NA NA

-681.9mV 38.09uA NA NA

-707.5mV 113.9uA NA NA

-722.6mV 246.8uA NA NA

-768.4mV 959.3uA NA NA

-798.9mV 2.181mA NA NA

-859.5mV 8.275mA NA NA

-2.500V 375.8mA NA NA

|
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|

[Model] 821232_IN301

Model_type Input_ECL

Vinl = 1.100V

Vinh = 1.250V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -805.5mA NA NA

-932.3mV -37.19mA NA NA

-856.5mV -13.63mA NA NA

-810.9mV -6.189mA NA NA

-765.3mV -2.930mA NA NA

-734.9mV -1.828mA NA NA

-689.2mV -862.9uA NA NA

-643.6mV -366.1uA NA NA

-572.6mV -8.847uA NA NA

-500.4mV 54.25uA NA NA

-357.3mV 54.25uA NA NA

-214.1mV 77.26uA NA NA

5.000V 77.26uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-348.6mV 0.000A NA NA

-697.2mV 76.95uA NA NA

-737.7mV 374.9uA NA NA

-768.4mV 939.6uA NA NA

-798.9mV 2.115mA NA NA

-859.6mV 8.375mA NA NA

-2.500V 398.9mA NA NA

|
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[Model] 821232_IN402

Model_type Input

Vinl = 200.0mV

Vinh = 1.200V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -715.5mA NA NA

-932.4mV -32.95mA NA NA

-856.5mV -11.65mA NA NA

-826.4mV -6.748mA NA NA

-780.7mV -2.808mA NA NA

-750.0mV -1.622mA NA NA

-704.7mV -732.5uA NA NA

-659.0mV -317.4uA NA NA

-587.7mV -11.23uA NA NA

-293.8mV 59.88uA NA NA

5.000V 59.88uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-310.6mV 0.000A NA NA

-621.2mV 115.3uA NA NA

-651.6mV 115.3uA NA NA

-681.9mV 133.9uA NA NA

-722.5mV 260.0uA NA NA

-753.1mV 514.2uA NA NA

-783.5mV 1.146mA NA NA

-813.9mV 2.785mA NA NA

-874.9mV 12.40mA NA NA

-2.500V 617.8mA NA NA

|
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|

[Model] 821232_IN403

Model_type Input

Vinl = 200.0mV

Vinh = 1.200V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -715.8mA NA NA

-932.3mV -32.76mA NA NA

-856.5mV -11.40mA NA NA

-826.4mV -6.627mA NA NA

-780.7mV -2.779mA NA NA

-749.9mV -1.585mA NA NA

-704.7mV -719.3uA NA NA

-643.6mV -206.6uA NA NA

-572.6mV 19.35uA NA NA

-286.3mV 79.53uA NA NA

5.000V 79.53uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-340.9mV 0.000A NA NA

-681.9mV 27.42uA NA NA

-707.5mV 101.5uA NA NA

-753.1mV 461.4uA NA NA

-783.5mV 1.115mA NA NA

-813.9mV 2.823mA NA NA

-874.9mV 12.23mA NA NA

-2.500V 560.1mA NA NA

|
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[Model] 821232_IN404

Model_type Input

Vinl = 200.0mV

Vinh = 1.200V

C_comp 1.000pF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

[POWER Clamp Reference] 2.500V NA NA

|

[GND Clamp]

|

-2.500V -726.7mA NA NA

-1.034V -80.09mA NA NA

-902.1mV -29.73mA NA NA

-826.4mV -10.50mA NA NA

-795.8mV -6.322mA NA NA

-749.9mV -3.131mA NA NA

-719.7mV -2.094mA NA NA

-674.1mV -1.210mA NA NA

-628.3mV -791.0uA NA NA

-418.9mV -629.5uA NA NA

195.4uV -365.7uA NA NA

734.6mV -365.7uA NA NA

826.4mV -283.9uA NA NA

968.1mV -283.9uA NA NA

1.110V -189.8uA NA NA

1.193V -189.8uA NA NA

1.277V -148.1uA NA NA

1.457V -148.1uA NA NA

1.637V -41.80uA NA NA

1.763V -41.80uA NA NA

1.890V 23.29uA NA NA

2.039V 23.29uA NA NA

2.189V 92.36uA NA NA

2.402V 103.5uA NA NA

2.417V 162.6uA NA NA

5.000V 162.6uA NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-211.8mV 0.000A NA NA

-423.6mV 132.7uA NA NA

-621.2mV 349.7uA NA NA

-697.3mV 530.9uA NA NA

-737.7mV 882.9uA NA NA

-768.4mV 1.626mA NA NA

-798.9mV 3.410mA NA NA

-859.6mV 12.60mA NA NA

-2.500V 525.9mA NA NA

|
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[Model] 743867_OUT304

Model_type Output_ECL

|

Vref=500.0mV

Rref=50.00ohms

Cref=0.000F

Vmeas=1.200V

C_comp 500.0fF NA NA

|

| variable typ    min    max

[Voltage Range] 2.500V NA NA

[POWER Clamp Reference] 2.500V NA NA

[Pullup Reference] 2.500V NA NA

[Pulldown Reference] 2.500V NA NA

[GND Clamp Reference] 0.000V NA NA

|

[GND Clamp]

|

-2.500V -1uA NA NA

5.000V 1uA NA NA

|

[Pulldown]

|

5.000V -187.7mA NA NA

1.259V -700.0uA NA NA

1.238V -300.0uA NA NA

1.177V 0.000A NA NA

-2.500V 0.000A NA NA

|

[Pullup]

|

5.000V -1.093A NA NA

899.0mV -16.00mA NA NA

858.0mV -7.000mA NA NA

798.0mV -1.300mA NA NA

757.0mV -300.0uA NA NA

696.0mV 0.000A NA NA

-2.500V 0.000A NA NA

|

[POWER Clamp]

|

5.000V 0.000A NA NA

-381.5mV 0.000A NA NA

-763.0mV 300.0uA NA NA

-784.0mV 700.0uA NA NA

-824.0mV 2.800mA NA NA

-864.0mV 9.200mA NA NA

-905.0mV 22.60mA NA NA

-2.500V 946.4mA NA NA

|

[Ramp]

| variable typ min max

dV/dt_r 646.6m/30.00p NA NA

dV/dt_f 646.6m/30.00p NA NA

R_load = 50.00Ohms

|

[End]

